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(2) HEX HEAD SCREW
CONNECTION COVER
4,81 0,189
' 4,76 | 0,187
o] @x \VAV Maximum end play : 1.14mm [.045"]
4,81 0,189 J ! Mini capacitor inside motor for starting and run capacitor in cover capacitor
4,76 0,187 ‘ Ball Bearings both ends
_ | Ambient Temperature Max 40°C
13,13 [0,517] Service Factor : 1.0
15875 [ 0.6250 ] 12,75 10,502 ]| cigss B Insulation, Thermally protected
15:862 |:O:6245_ DIA —= - Mounting — B3D, Black painted shell, Aluminum endshields not painted
500001875809 NEW DOCUMENT ACCORDING 417637112 HERNANDEZA PNAVA PNAVA 20.01.2021 00
ECM LOC SUMMARY OF MODIFICATIONS EXECUTED CHECKED RELEASED DATE VER
EXECUTED HERNANDEZA SINGLE PHASE ODP ROLLED STEEL
CHECKED PNAVA 6@ FRAME E56 ODP 10008256742 I i i g
RELEASED PNAVA 000 | 00 E
OO18ZOS1AEC56 A REL DT 20.01.2021 | WMX Huehuetoca Product Engineering SHEET 1 / 1

WEG's property. Forbidden reproduction without previous authorization.

UNCONTROLLED COPY

RELEASED

A3

ZME



